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Modeling of Intellite 3 Layer Deformable Mirror 

This is a report on modeling of the Intellite three layer membrane mirror design. 
The goal of this project was to provide Intellite with a model that will allow them to 
design a mirror with confidence. 
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Figure 1 Cross Section of Intellite 3 Layer Mirror 

FEM Verification 
The first task was to determine how to use the FEM software to solve systems like 

to the membrane mirror. A simple system that behaves similarly to the Intellite design 
was modeled by COSMOS FEM and by Intellite FEM, and compared to an accepted 
model. The system used was a thin circular plate, clamped at the edges with a point force 
applied at the center. This disk is similar to the area surrounding one actuator in an 
Iniellite membrane mirror with hexa onal actuator I s 

Circular Disk Hexagonal 
with Actuator Actuator Array 
in the Center 

,acing. 

Figure 2 Circular Plate, and Hexagonal Actuator 

formula for the deflection of a thin circular plate with clamped 
Theory of Plates and Shells by Timoshenko [ 11 includes an “Approximate” 
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v=0.3. 
The COSMOS FEM model used was a quarter disk with a radius of lmm. The straight 
edges ofthe quarter disk were fixed to move only in the radial direction and fixed to only 
have rotation perpendicular to the radial direction thus simulating a full disk while using 
only a quarter of the processing power. The disk was automatically meshed with a 
50micron grid with a 1 micron grid size concentration at the center of the disk. Models of 
this size could be finished in less than 10 minutes on a desktop PC. The convergence 
accuraq- of the Intellite software is highly dependant on the grid size. The results 
reported here were attained using 500 elements, requiring several hours to converge to a 
solution- 

The results of the comparison between COSMOS FEM, Intellite FEM and 
Timoshsnko's theory, are shown in Figure 3. The non-linear FEM shows good 
correlation with the formula given in Timoshenko, it only starts to diverge at high 
deflections. By 10 microns of deflection the force is off by 38%. However, the COSMOS 
results are so consistent that one might question the accuracy of Timoshenko's 
"approximate" method at this deflection. The results from the Intellite software were less 
encouraging. The required computation time limited the number of data points taken, but 
the points taken are rather erratic showing neither a smooth curve nor very accurate 
correspondence to the Timoshenko solution. 

The results of the analysis create quite a bit of doubt if the goals of the NRO 
project can be achieved. The original goal of the NRO project was to deflect a mirror 30 
microns electrostaticly. The plot shows that 30 microns of deflection will require on the 
order of 10,000 pN instead of the perhaps 30 pN that would be required by a membrane 
if it had a purely linear response. The actuation force for this device will come from a 
parallel plate electrostatic actuator. At 300 volts, with a square millimeter of area and a 
gap of 90 microns, what would be required to prevent snap-down, an electrostatic 
actuator produces around 50 pN. If the mirror does indeed behave similarly to this thin 
disk, the maximum actuator to actuator deflection will be on the order of 5 microns. 



If silicon is too stiff to make a mirror which can deform 30 microns between 
actuators there are two possibilities: 1) find a more appropriate material, or 2) scale back 
the requirements and continue to find more accurate models and different designs to 
determine the limitations of a silicon mirror. 

Alternate Materials 
First a brief study was carried out on the alternatives to silicon. Timoshenko’s no- 

stress approximate model was used as the basis for the study. The applied force was 
assumed to be 50 pN, approximately what an electrostatic actuator would be able to 
produce and disk radius was held at lmm. Displacement was then plotted as a function of 
membrane thickness for a variety of Young’s moduli. The results are shown in Figure 
4.The plot suggests that the optimal young’s modulus is around 1 GPa. Mylar at a 
Young’s modulus of around 7GPa, is a little bit too stiff, and Silicone elastomers at 
around 5MPa are several orders of magnitude weaker than is required. 



Figure 4 Comparison of Materials for Memebrane Mirrors 

Residual Stress 
Study of silicon was continued to determine exactly how far a silicon membrane 

mirror could be expected to deflect. The first level of realism added was residual stress. 
Since it is very difficult to control the residual stress of a silicon membrane exactly and a 
residual compressive mess might lead to undesired buckling or wrinkling, any real 
membrane mirror would undoubtedly be fabricated with a residual tensile stress. The next 
study was done on the effect of residual stress on the plate. 

The same plate (radius= 1 mm, thickness= 1 pm, E=200 GPa, Poisson’s ratio=0.3) 
was modeled with a temperature boundary condition that imposes a residual strain, and 
thus a residual stress. The force vs. Displacement curve was generated for stresses of 
OMPa, lMPa, lOMPa, 20MPa, and lMPa compressive. The results are plotted in Figure 
5.  
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Figure 5 Circular Plate With Various Initial Stress Conditions 

The curves generated by these experiments coincide into one line at large 
deformations, but diverge with higher stress plates being stiffer at low deflections. In 
form this is very similar to the behavior of another non-linear system, the fixed-guided 
beam. Much like a plate with fixed edges, the fixed-guided beam is dominated by a 
linear, bending term at small deflections, and dominated by a non-linear stretching term 
at large defections. Both can be approximated by a cubic equation similar to the one 
presented by Timoshenko. 
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F = --x + - 7 x 3  (Timoshenko, circular plate) 
Ebh 3 F = $ x  + c2 T X  ( Clamped-Guided beam) [2] 

The Fixed guided beam also behaves similarly to the plate when residual stress is 
considered. A residual tensile stress has the effect of stiffening the linear bending term 
while not changing the non-linear stretching term. The deformation of a fixed-guided 
beam with tensiIe stress can be approximated as: 
F = ($ + c, %or )X + c2 $x3 where C 1 and C2 are constants that can be determined 
through extensive analytical or FEM modeling. 



The parameters from Timoshenko’s form were used except the young’s modulus, 

E, which was replaced with the biaxial modulus, 1M = - E , to make the coefficients 

independent of Poisson’s ratio. The resulting form is: 
F = (C, %+ C,tB,)x + C, y x 3  . The coefficients were determined by fitting to FEM 
results using a least squares method. Since the range to be fit varied over several orders 
of magnitude, percentage error squared was minimized instead of absolute error. The 
results of the fit are, C1=3.9060, C2=0.5493, and C3=0.8939. The fit plotted against the 
FEM results shown above is shown in Figure 6 .  Except for the data for compressive 
stress, the fit to data is very good. The average error for the 78 FEM data points over a 
range of tensile stresses (excluding compressive stresses) and plate thicknesses was 
0.4548%. 
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Figure 6 Fit to FEM Data 

Spring and Plate Model 
The next step was to try to model a mirror with springs attached to the ends to 

simulate the interstitial layer. The model used attempts to simulate the area around the 
actuator, the nearest neighbor, and the second nearest neighbor. Using symmetry, this 
was simulated with a wedge that covers 1 / 1 2 ~  of that area as shown in Figure 7. The top 
corner is the point where the actuator is attached. There is also a spring with 1/12‘h of the 
stiffness of the interstitial spring attached at that point. Half way down the left side is a 



spring that simulates the nearest neighbor spring, by symmetry about the vertical and 
horizontal edges of the wedge, this spring simulates all of the nearest neighbors. Along 
the base of the wedge are two springs representing the second nearest neighbors. 

Figure 7 Top View of FEM Model 

The behavior of the model is measured by applying a force at the apex of the 
wedge and measuring the displacement at the actuator, the nearest neighbor, and the 
second nearest neighbor. A side view of the actuation is shown in Figure 8. 

Figure 8 Side Veiw of Deformed FEM Model 

Displacement of the actuator, nearest neighbor, and second nearest neighbor were 
measured for an actuator force of 1,5, 10, and 50 uN, with interstitial spring constants of 
0.1, 0.25,0.5, 1,2,and 5 N/m. The raw results are shown in Figure 9. Here force is in uN, 
DO indicates displacement of the primary actuator, D1 indicates displacement of the 
nearest neighbor, and D2 indicates the displacement of the second nearest neighbor. 
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Figure 9 Raw Displacement Data 

The raw displacement information looks fairly promising. It appears that with a very 
weak spring constant, one observes more than 5 microns of displacement. However, what 
is really important is not the absolute displacement, but the difference between the 
displacement of the actuator and the displacement of its neighbors. The displacement of 
the primary actuator minus the displacement of the nearest neighbor is plotted in Figure 
10. 
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Figure 10 Differential Displacement Data 

This shows a decrease in displacement as spring constant increases as one would expect. 
It also shows a maximum displacement, with a very weak spring, of less than 2 microns. 

Another important parameter is how much the nearest neighbor is affected by the 
displacement of the actuator. To show this, the nearest neighbor deflection was divided 
by the actuator deflection. However, this is not really accurate. In the model, the entire 
wedge can move by stretching the interstitial springs but, in a real mirror, with thousands 
of actuators and mirrors, no one actuator would be able to displace all of the actuators 
and springs. To correct for the bulk movement of the model, the second nearest neighbor 
deflection was subtracted from the actuator deflection and the nearest neighbor deflection 
before they were compared. The results of this are shown in Figure 11 
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Figure 11 Influence of Actuator on Nearest Neighbor 

Some work was done on trying to integrate analytical models with the FEM 
results that were done with integrated springs. However, without an analytical model of 
the behavior of the mirror surface beyond the first nearest neighbor actuators, it is 
difficult to draw direct parallels. The system was modeled as a system of springs 
including the actuator interstitial spring, Ki, the nearest neighbor interstitial springs and 
the mirror surface as a non linear spring, Km as shown in Figure 12. 
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Figure 12 Spring System Model 

The results for differential displacement of the actuator and the nearest neighbor, shown 
in Figure 13, differ from the FEM model by more than a factor of 2. 



Figure 13 Spring System Results 

Conclusions 
The models suggest that that the greatest differential displacements possible fiom 

silicon membrane mirrors with conventional parallel plate electrostatic actuators will 
never be on the order of 30 microns. The work on alternate materials showed that less 
stiff materials such as polyimide and mylar may come much closer to those deflections. 
The models suggest that a 3 layer architecture mirror is capable of around 2 microns of 
actuator to actuator deflection with around 15% influence on its neighbors decreasing to 
around 1.2 microns with around 9% influence. 
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